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Introduction 
 
This directive presents pavement performance monitoring adjustments intended to optimize use 
of available LTPP program resources under the SAFETEA-LU legislation. The basis for these 
adjustments is to focus LTPP monitoring resources on the four major pavement families that 
comprise the majority of test sections in the LTPP program.  
 
The four major pavement families are: 
 

• New HMA pavements. Test sections in the GPS-1, GPS-2, SPS-1, SPS-8 (Flexible), and 
SPS-9 (New Construction) experiments.  

• New Jointed Plain Concrete Pavements. Test sections in the GPS-3, SPS-2 and SPS-8 
(Rigid) experiments. 

• HMA Overlays on HMA pavements.  Test sections in the GPS-6, SPS-5, and SPS-9 
(Overlay) experiments. 

• HMA Overlays on PCC pavements. Test sections in the GPS-7 and SPS-6 experiments. 
 
Test Section Monitoring using SAFETEA-LU LTPP Funds  
 
Monitoring of LTPP test sections using LTPP program funds during the 2006-2008 time period 
will be considered under the following conditions: 
  

1. Pavement sections currently classified as active in the GPS-1, GPS-2, GPS-3, GPS-6, 
GPS-7, SPS-1, SPS-2, SPS-5, SPS-6, SPS-8, or SPS-9 experiments. 

2. Acceptable traffic monitoring measurements have been performed in the past, are 
currently being performed, or the site is currently included in the pooled fund study on 
SPS traffic monitoring. Acceptable means that some portion of the traffic data has passed 
the LTPP data quality checks and the results are contained in the LTPP Pavement 
Performance Database.   

3. The highway agency is expected to provide needed LTPP traffic control, traffic data, and 
general administrative support for their test sections. 

4. The highway agency has actively supported LTPP needs in the past by supplying 
requested rehabilitation, maintenance, and materials data and site support.  
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5. Supplemental test sections on approved SPS project sites represent the standard agency 
pavement design structure for the facility. 

6. The incremental cost to monitor a test section not listed in a previous category while 
performing measurements on other test sections is minimal, and the monitoring provides 
useful information. Monitoring of sections not listed in item 1 above will require written 
approval by FHWA LTPP staff. 

 
Region Support Contractors shall provide an initial list of eligible test sections by April 14, 2006 
to FHWA for review and written approval. RSCs can submit updates and changes to the 
approved list, but all test section monitoring must be pre-approved by LTPP FHWA 
management.  
 
SAFETEA-LU LTPP Funded Monitoring 
 

1. All pavement-monitoring measurements performed using LTPP program funds under 
SAFETEA-LU funding shall be completed prior to January 1, 2009. 

2. One manual distress and profile measurement shall be performed on approved test 
sections initially classified in the SPS-1, SPS-2, SPS-5, SPS-6 and SPS-8 experiments.  

3. Profile measurements on non-approved sections co-located with approved monitoring 
sites may be measured and processed with data collected on the approved sections. 

4. Approved test sections currently classified in the GPS-1, GPS-2, GPS-3, GPS-6 (except 
6A), GPS-7 (except 7A) and SPS-9 experiments may be monitored according to the 
following criteria:  

a. A manual distress measurement may be performed if a manual distress 
measurement has not been performed after 2004.  

b. A profile measurement may be performed if a measurement has not been 
performed after 2004. 

c. The incremental cost to monitor the section is minimal, and the data collection 
activity provides useful information. 

5. Monitoring measurements on other sites shall be pre-approved by FHWA.  
6. Test section coordinate location measurements using Global Positioning System (GPS) 

units shall be made in accordance with LTPP Directive GO-34. Measurements should be 
performed at test sections located along or adjacent to the RSC travel route to approved 
monitoring locations and at other locations approved by FHWA.  By this directive, the 
completion date for GO-34 activities is changed to “prior to January 2009.” 

7. Deflection measurements using LTPP program funds shall not be performed unless pre-
approved by FHWA. 

8. A Form RI-1 should be completed by the Agency or the RSC to document when a test 
section or project site is taken out of service due to application of overlay, surface 
treatment, or reconstruction activity. This includes all LTPP test sections regardless of 
the disposition of future monitoring activities. 
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